"weber

SAINT-GOBAIN

Ekspluatacijas Ipasibu Deklaracija

Saskana ar ES bivizstradajumu regulu Nr.305/2011

No. DoP-DE-tec 824

1. Unikals izstradajuma tipa identifikacijas numurs:
Weber tec 824
DM P péc DIN EN 14891

2. Tipa, partijas vai sérijas numurs vai kads cits bavizstradajuma identifikacijas elements:
(partijas / razo3anas datums / raZotné tiek iespiests uz iepakojuma)

3. Buvizstradajuma paredzétais izmantojums, ka paredzéjis razotajs:

Cementa bazes hidroizolacijas materials ara darbiem uz sienam un gridam, hidroizolacijas
izveidei zem flizém kura ir saskarsmé hlora adeni.

4. Razotaja nosaukums un kontaktadrese:

SAINT-GOBAIN WEBER GmbH

Scanzenstr. 84

D-4054S Dusseldorf

www.sg-weber.de

5. Pilnvarota parstavja vards un kontaktadrese:
Nav piemérots

6. Ekspluatacijas ipasibu noturibas novértéjuma un parbaudes sistéma:
AVCP Sistema 3

7. Ekspluatacijas 1pasibu deklaracija attiecas uz buvizstradajumu, kuram ir saskanotais
standarts:

Braunsveigas materialparbaides testé3anas laboratorija (MPA) (pilnvarota iestade Nr.0761)
veica razojuma tipa parbaudes péc sistémas 3 un izdeva parskatu par veiktajam parbaudém
Nr.5005/705/13-1

8. Gadijums, kad buvizstradajumam ir izsniegts Eiropas tehniskais novértéjums:

Nav piemérots



9. Tehniska specifikacija:

Visi batiskie raksturlielumi, kas uzskaititi tabula tiek noteikti paredzétajam

izmantojumam saskana ar saskanoto standartu:

Butiskie raksturlielumi Ipasibas Saskanota,
tehniska
specifikacija
Sakotnéjas stiepes sakeres stiprums 20,5 N/mm2
Udens necaurlaidigums Nav caurlaidiba
Plaisu parklasanas spéja standarta stavokli 20,75 mm
Adhézijas stiprums péc karstuma ietekmes 20,5 N/mm2
Adhézijas stiprums péc sakarsmes ar tdeni 20,5 N/mm2
Adheézijas stiprums péc sakarsmes ar kalk tdeni 20,5 N/mm2
Adhézijas stiprums péc sasal$anas atkausésanas 20,5 N/mm2 DIN EN
cikliem 14891:2012-07
Piesarnojums ar bistamam vielam NPD

NPD ( No Performance determined)

10. Deklaracijas 1. un 2. punkta noradita izstradajuma ekspluatacijas Tpasibas atbilst 9. punkta
noraditajam deklarétajam ekspluatacijas ipasibam. Par So izdoto ekspluatacijas Tpasibu deklaraciju

ir atbildigs vienigi 4. punkta noraditais razotajs.

Tulkojums atbilst originalam:

Riga, 2015 gada 26.janvaris’
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SAINT-GOBAIN

DECLARATION OF PERFORMANCE

according Annex lIl of the Regulation (EU) No 305/2011
(Construction Products Regulation)

Nr. DoP-DE-tec 824

1. Unique identification code of the product-type:
weber.tec 824
CM P nach DIN EN 14891

2. Type, batch or serial number or any other element allowing identification of the construction
product as required pursuant to Article 11(4):
Batch/production date/production site/serial No. is printed on packaging or accompanying
documents

3. Intended use or uses of the construction product, in accordance with the applicable harmonised
technical specification, as foreseen by the manufacturer:
Cementitious liquid-applied water impermeable product for external installations on walls and
floors, beneath ceramic tiling resistant to contact with chlorinated water

4. Name, registered trade name or registered trade mark and contact address of the manufacturer as
required pursuant to Article 11(5):
Saint-Gobain Weber GmbH
Schanzenstr. 84
D-40549 Dusseldorf

www.sg-weber.de

5. Where applicable, name and contact address of the authorised representative whose mandate
covers the tasks specified in Article 12(2):
not applicable

6. System or systems of assessment and verification of constancy of performance of the construction
product as set out in Annex V:
AVCP System 3

7. In case of the declaration of performance concerning a construction product covered by a
harmonised standard:
The notified testing laboratory Materialpriifanstalt fur das Bauwesen Braunschweig (MPA),
identification number No. 0761, performed the determination of the product-type on the basis of
type testing under system 3 and issued: test report No. 5360/705/13-1.

8. In case of the declaralion of performance concerning a construction product for which a European

Technical Assessment has been issued:
not applicable
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9. Declared performance
Essential characteristic Performance ;i:;glizg;s;?odntechnicai
Initial tensile adhesion strength > 0,5 N/mm?
Water tightness no penetration
Crack bridging ability under standard conditions | > 0,75 mm
Tensile adhesion strength after heat ageing >0,5 N/mm?
Tensile adhesion strength after water contact >0,5 N'mm? DIN EN 14891:2012-07
Tensile adhesion strength after contact with > 0,5 N/mm?
lime water
Tensile adhesion strength after freeze-thaw > 0,5 N'mm?®
cycles
Release of dangerous substances NPD

NPD (No Performance Determined)
10. The performance of the product identified in points 1 and 2 is in conformily with the declared
petformance in point 9. This declaration of performance is issued under the sole responsibility of
the manufacturer identified in point 4.

Signed for and on behalf of the manufacturer by:

Bruno Reisch, Direktor Technik A?e( 1 5
Dusseldorf, Ms/z’o/ 4/ I[)/)L( &(l/
(Sigifdture)

(Place and déte of issue)

Annex
Material safety data sheet weber.tec 824
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