Aweber Lpp-: 1/11

SAINT-GOBAIN Drosibas datu lapa
atbilstosi 1907/2006/EK, 31. pants

lespieSanas datums: 20.03.2024 Versijas numurs 7 Labojums: 22.01.2024

1. IEDALA. Vielas/maisijuma un uznémeéjsabiedribas/uznémuma identificéSana

1.1 Produkta identifikators
Produkta nosaukums tirgii: weber.tec Superflex 10 Komp.A

Artikula numurs: 49PD20273-a

1.2 Vielas vai maisijuma bdtiskie identificétie lietoSanas veidi un neieteicamie lietoSanas veidi
Nav pieejama cita batiska informacija.

Vielas/ preparata pielietojums

Bitumena noblivéjums

Aukstas apstrades ITme

1.3 Informacija par drosibas datu lapas piegadataju
Razotajs/ piegadatajs:

Piegadatajs

Saint-Gobain Celtniecibas Produkti SIA

Skandu iela 7, Riga, LV-1067, Latvija

+(371) 67323803

info.lv@saint-gobain.com

RaZotajs

Saint Gobain Weber GmbH

Schanzenstr. 84, D-40549 Dusseldorf

+49(0)211/91369-0

Produktsicherheit@sg-weber.de

1.4 Talruna numurs, kur zvanit arkartas situacijas:

1. Valsts ugunsdzésibas un glabsSanas dienests :112

2. Toksikologijas un sepses klinikas Saindé$anas un za|u informacijas centrs
Hipokrata 2, Riga, Latvija, LV-1038

talr. +(371) 67042473 (strada 24h diennakt)

2. IEDALA. Bistamibas apzinasana

2.1 Vielas vai maisijuma klasifikacija
Klasifikacija saskana ar Regulu (EK) Nr. 1272/2008
Saskana ar CLP regulu Sis materials netiek klasificéts ka bistams.

2.2 Markejuma elementi

Markésana saskana ar Regulu (EK) Nr. 1272/2008 iztrokst

Bistamibas piktogrammas iztrikst

Signalvards iztrikst

Bistamibas apzimé&jumi iztrikst

Papildu dati:

Information according to Biocidal Products Regulation (EU) 528/2012: contains

Active substance for preservation during storage: reaction mass of 5-chloro-2-methyl-2H-isothiazol-3-

one [EC no. 247-500-7] and 2-methyl-2H-isothiazol-3- one [EC no. 220-239-6] (3:1) (CAS no.: 55965-

84-9)

EUH208 Satur 1,2-benzizotiazol-3(2H)-ons, 5-Hlor-2-metilizotiazol-3(2H)-ona un 2-metilizotiazol-3(2H)-
ona maisTjums ar magnija hloridu un magnija nitratu, Bio polymeric resin. Var izraistt alergisku
reakciju.

2.3 Citi apdraudéjumi

PBT un vPvB ekspertizes rezultati

PBT: Nav pielietojams.
(Turpinajums 2.Ipp.)
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SAINT-GOBAIN Drosibas datu lapa
atbilstosi 1907/2006/EK, 31. pants

lespieSanas datums: 20.03.2024 Versijas numurs 7 Labojums: 22.01.2024
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(Turpinajums 1.Ipp.)
vPVvB: Nav pielietojams.

3. IEDALA. Sastavs/informacija par sastavdalam

3.2 Maisijumi
Apraksts: Bitumena emulsija
Bistamie komponenti:

CAS: 68390-35-2 Bio polymeric resin 20,1-<1%
EK numurs: 689-796-4 <> Skin Irrit. 2, H315; Eye Irrit. 2, H319; Skin

Sens. 1, H317
CAS: 2634-33-5 | 1,2-benzizotiazol-3(2H)-ons <0,05%
EINECS: 220-120-9 <> Eye Dam. 1, H318; ¢ Aquatic Acute 1,

Indeksa numurs: 613-088-00-6 |H400 (M=1); <> Acute Tox. 4, H302; Skin Irrit.

Reg.nr.: 01-2120761540-60-xxxx |2, H315; Skin Sens. 1, H317
Konkréta koncentracijas robeza:
Skin Sens. 1;H317: C 20,05 %

CAS: 55965-84-9 5-Hlor-2-metilizotiazol-3(2H)-ona un 2-|=0,00025-<0,0015%
EK numurs: 611-341-5 metilizotiazol-3(2H)-ona maisijums ar magnija
Indeksa numurs: 613-167-00-5 | hloridu un magnija nitratu

4> Acute Tox. 3, H301; Acute Tox. 2, H310;
Acute Tox. 2, H330; <3 Skin Corr. 1C, H314;
Eye Dam. 1, H318; <> Aquatic Acute 1, H400
(M=100); Aquatic Chronic 1, H410 (M=100);
&> Skin Sens. 1A, H317, EUHO71
Konkrétas koncentracijas robezvértibas:

SkinCorr. 1C; H314: C 20,6 %

Skin Irrit. 2; H315: 0,06 % < C < 0,6 %

Eye Dam. 1; H318: C 20,6 %

Eye Irrit. 2; H319: 0,06 % < C < 0,6 %

Skin Sens. 1A; H317: C 20,0015 %

SVHC Void
Papildu informacija:
So riska fraZzu jeb bistamibas pakapes apzimé&jumu formul&jumu skatit 16.nodala.

4. IEDALA. Pirmas palidzibas pasakumi

4.1 Pirmas palidzibas pasakumu apraksts

Visparéejas norades: Nekavéjoties novilkt apgérba gabalus, uz kuriem nok|uvis produkts.

Péc ieelpoSanas: nav piemérojams (Skidrs produkts bez gaistoSam vielam).

Péc saskares ar adu:

Nekavejoties nomazgat ar ideni un ziepém un labi noskalot.

ligstoSa adas kairinajuma gadijuma apmeklét arstu.

Péc noklusanas acis:

Acis caur pavertiem plakstiniem skalot vairakas minltes zem tekoSa tGdens un konsultéties ar arstu.

Péc norisanas: Neizraistt vem$anu un nekavéjoties lGgt arsta palidzibu.

Norades arstam: nav

4.2 Svarigakie simptomi un ietekme — akiiti un aizkavéti Nav pieejama cita batiska informacija.
(Turpinajums 3.Ipp.)
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SAINT-GOBAIN Drosibas datu lapa
atbilstosi 1907/2006/EK, 31. pants

lespieSanas datums: 20.03.2024 Versijas numurs 7 Labojums: 22.01.2024

Produkta nosaukums tirgii: weber.tec Superflex 10 Komp.A

(Turpinajums 2.Ipp.)
4.3 Norade par nepiecieSamo neatliekamo medicinisko palidzibu un Tpasu apripi
Nav pieejama cita batiska informacija.

5. IEDALA. Ugunsdzésibas pasakumi

5.1 Ugunsdzésibas lidzekli

Piemérotie dzéSanas lidzekli: UgunsdzéSanas pasakumus piemérot apkartéjai videi.
DroSibas apsvérumu dé| nepiemérotie dzéSanas Iidzekli: Spéciga tdens strikla
5.2 Ipasa vielas vai maisijuma izraisita bistamiba

Kad tUdens ir iztvaikojis, iespéjama toksisku gazu veidoSanas, piem.:

Oglekla monoksids (CO)

Séradenradis (H2S)

5.3 leteikumi ugunsdzéséjiem

Ipasais aizsargaprikojums: Lietot metodes atbilsto$i apkartgjiem apstakliem.

6. IEDALA. Pasakumi nejausas nopludes gadijumos

6.1 Individualas drosSibas pasakumi, aizsardzibas lidzekli un procediiras arkartas situacijam
Valkat aizsargajoSo aprikojumu. Neaizsargatas personas turét attaluma.

6.2 Vides drosibas pasakumi:

Par iepliSanu tGdenos vai kanalizacija pazinot atbildigam iestadém.

Nepielaut ieplidi kanalizacija vai idenos.

6.3 Lokalizacijas (ierobezoSanas) un savakS$anas panémieni un materiali

Mehaniski savakt.

Savakto materialu likvidét atbilstosi noteikumiem.

6.4 Atsauce uz citam iedalam Informaciju par atkritumu likvidaciju skatit 13.nodala.

7. IEDALA. Apiesanas un glabasana

7.1 DroSa apieSanas un tai vajadzigie piesardzibas pasakumi

Turét tvertni blivi noslégtu.

Darba vieta rapéties par labu ventilaciju/ nostksanu.

Norades aizsardzibai pret degSanu un eksploziju: Nav nepiecieSami kadi Tpasi pasakumi.

7.2 Drosas glabasanas apstakli, tostarp visu veidu nesaderiba
Uzglabasana:

Prasibas, kadam jaatbilst uzglabasanas telpam un tvertném:
Uzglabat tikai neatvértas originalas tilpnés.

Glabat vésa vieta.

Norades par vairaku vielu kopé&ju uzglabasanu:

Uzglabat atseviski no partikas produktiem.

Uzglabat atseviski no oksidacijas lidzekliem.

Citi uzglabasanas nosacijumi:

Uzglabat labi noslégtas tilpnés vésa un sausa vieta.

Sargat no karstuma un tieSu saules staru iedarbibas.

Sargat no sala.

leteicama uzglabasanas temperatiira: 5-30°C

(Turpinajums 4.Ipp.)
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7.3 Konkréts(-i) galalietoSanas veids(-i) Nav pieejama cita batiska informacija.

8. IEDALA. Ekspozicijas kontrole/individuala aizsardziba

8.1 Kontroles parametri
Sastavdalas, kuru robezvértibas ir kontroléjamas attiecigaja darba vieta:

DNEL

CAS: 2634-33-5 1,2-benzizotiazol-3(2H)-ons

dermali |Atvasinats bez ietekmes limenis | 0,966 mg/kgxday (darbinieka sistemiska ilgtermina vértiba)
0,345 mg/kgxday (patérétaju sistémiska ilgtermina vértiba)
inhalativi | Atvasinats bez ietekmes limenis | 6,81 mg/m?® (darbinieka sistémiska ilgtermina vértiba)

1,2 mg/m? (patérétaju sistémiska ilgtermina vértiba)

CAS: 55965-84-9 5-Hlor-2-metilizotiazol-3(2H)-ona un 2-metilizotiazol-3(2H)-ona maisijums ar
maghnija hloridu un magnija nitratu

orali Atvasinats bez ietekmes lTmenis | 0,09 mg/kgxday (patérétaju sistémiska ilgtermina vértiba)
inhalativi | Atvasinats bez ietekmes limenis | 0,02 mg/m?® (stradnieka lokala ilgtermina vértiba)

0,02 mg/m? (patérétaja vietéja ilgtermina vértiba)

PNEC

CAS: 2634-33-5 1,2-benzizotiazol-3(2H)-ons

Predicted No-Effect Concentration | 3 mg/kgxdwt (earth rating factor)
Predicted No-Effect Concentration|0,000403 mg/l (sea water rating factor)
0,00403 mg/I (fresh water rating factor)

CAS: 55965-84-9 5-Hlor-2-metilizotiazol-3(2H)-ona un 2-metilizotiazol-3(2H)-ona maisijums ar
maghnija hloridu un magnija nitratu

Predicted No-Effect Concentration|0,01 mg/kgxdwt (earth rating factor)

Predicted No-Effect Concentration|0,00339 mg/l (sea water rating factor)

0,00339 mg/I (fresh water rating factor)

Papildus informacija: Pamata tika izmantoti sastadi$anas laika spéka esosie saraksti.

8.2 Ekspozicijas kontrole
Atbilstosa inzeniertehniska kontrole Nav citu datu, skat. 7.punktu.
Individualie aizsardzibas pasakumi, pieméram, individualie aizsardzibas lidzekli
Vispareji aizsardzibas un higiénas pasakumi:
Ir jaievéro vispar pienemtie droSibas pasakumi, rikojoties ar kimikalijam.
Netiro, piesticinato apgérbu nekavéjoties novilkt.
Nepielaut saskarsmi ar acim un &du.
Turét talak no partikas produktiem, dzérieniem un dzivnieku baribas.
Darba laika neést, nedzert, nesméekét un neSnaukt.
Partraukumos un darba beigas nomazgat rokas.
Elpcelu aizsardziba Nav nepiecieSams.
Roku aizsardziba:
Aizsargcimdi
Cimdu materialam ir jabat necaurlaidigam un noturigam pret produktu/ vielu/ preparatu.
Cimdu materiala izvéle, nemot véra cauri izspieSanas laiku, caurlaides apjomus un sabojasSanos.
Cimdu materials
Nitrilkau€uks
(Turpinajums 5.Ipp.)
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Piemérotu cimdu izvéle ir atkariga ne tikai no materiala, bet ar1 no citiem kvalitates raditajiem, kuri
dazadiem raZotajiem ir atSkirigi. Ta ka produktu izgatavo no vairakam vielam, cimdu materiala izturiba
iepriek$ nav aprékinama, tapéc pirms lietoSanas ta ir japarbauda.

Cimdu materiala caurlaides laiks
Breakthrough time: > 480 min
Permeabilitates vértiba: ITmenis < 6

Precizu cauri izspieSanas laiku (permeabilitati) var uzzinat no aizsargcimdu razot3ja, Sis laiks jaievéero,

lietojot cimdus.
Acul/sejas aizsardziba Aizsargbrilles
Kermena aizsardziba: Darba aizsargtérps

9. IEDALA. Fizikalas un kimiskas ipasSibas

9.1 Informacija par fizikalajam un kimiskajam pamatipasibam

Vispareji dati

Krasa:

Smarza:

Smarzas slieksnis:

Kusanas punkts/ sasalSanas punkts
Vir§anas punkts vai sakotnéjais virSanas
punkts un virSanas temperaturas diapazons
Apakséja un augs$éja spradzienbistamibas
robeza

Apakséja:

Augséja:

Uzliesmosanas punkts

Pasuzliesmosanas temperatiira
SadaliSanas temperatura

pH pie 20 °C (68 °F)

Viskozitate:

Kinematiska viskozitate

dinamiska:

Skidiba

udeni:

Sadalijuma koeficients (n-oktanols-udens) (log
veértiba)

Tvaika spiediens pie 20 °C (68 °F):

Blivums un/vai relativais blivums

Blivums pie 20 °C (68 °F):

Piemaisijumu blivums:

Tvaiku blivums

Melns

Raksturiga

Nav noteikts.

0 °C (32 °F) (DIN I1SO 3016)

100 °C (212 °F)

Nav noteikts.
Nav noteikts.
Nav pielietojams.
Nav noteikts.
Nav noteikts.

10 (DIN 19261)

Nav noteikts
Nav noteikts.

PilnTba samaisams.

Nav noteikts.
23 hPa (17,3 mm Hg)

0,65 g/cm? (5,42425 Ibs/gal) (DIN 51757)
Nav piemeérojams.
Nav noteikts.

9.2 Cita informacija

Izskats:

Forma:

Svariga informacija par veselibas un apkartéjas
vides aizsardzibu, ka ar1 par drosibu
AizdegSanas temperatira:

Spradzienbistamiba:

None.

Pastveida

Produkts neaizdegas pats no sevis.
Produkts nav spradzienbistams.

(Turpinajums 6.Ipp.)
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Minimum ignition energy

Skidinataja atdali$anas parbaude: Nav piemérojams.
Skidinataja saturs:

Organiskie Skidinataji: 0,0 %
EU-vOC 0,0000 %
EU-VOC (g/L) 0,0000 g/l
Stavokla maina

MiksttapSanas punkts/diapazons

Oksidésanas 1paSibas: Nav noteikts.
IztvaikoSanas atrums Nav noteikts.
Informacija par fizikalas bistamibas klasém
Spradzienbistami mater iali iztrokst
Uzliesmojosas gazes iztrokst
Aerosoli iztrokst
Oksidéjosas gazes iztrokst
Gazes zem spiediena iztrokst
UzliesmojoSi Skidrumi iztrakst
Uzliesmojosas cietas vielas iztrokst
Pasreagéjosas vielas un maisijumi iztrokst
Pirofori Skidrumi iztrokst
Piroforas cietas vielas iztrokst
Passasilstosas vielas un maisijumi iztrokst
Vielas un maisijumi, kas saskaré ar udeni

izdala uzliesmojosas gazes iztrokst
Oksidéjosi Skidrumi iztrokst
Oksidéjosas cietas vielas iztrokst
Organiskie peroksidi iztrokst
Vielas un maisijumi, kas izraisa metalu

koroziju iztrokst
Desensibilizéti spradzienbistami materiali iztrokst

10. IEDALA. Stabilitate un reagétspéja

10.1 Reagétspéja Nav pieejama cita batiska informacija.

10.2 Kimiska stabilitate

Termiska sadaliSanas/ apstakli, no kuriem jaizvairas: Nesadalas, ja pielieto atbilstoSi nosacijumiem.
10.3 Bistamu reakciju iespéjamiba Reagé ar stipriem oksidacijas ITdzekliem.

10.4 Nepielaujami apstakli Nav pieejama cita batiska informacija.

10.5 Nesaderigi materiali: Nav pieejama cita batiska informacija.

10.6 Bistami sadaliSanas produkti Nav zinami bistami sadaliSanas produkti.

11. IEDALA. Toksikologiska informacija

11.1 Informacija par Regula (EK) Nr. 1272/2008 definétajam bistamibas klasém
Akuta toksicitate [akuts toksiskums]

Pamatojoties uz pieejamajiem datiem, neatbilst klasificeSanas kritérijiem.
(Turpinajums 7.Ipp.)
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Svarigako LD/LC50- (letalo devu un koncentracijas) klasifikacija:

Sastavdalas Tips Vértiba Veids

CAS: 8052-42-4 Asphalt

orali LD50 >5.000 mg/kg (Zurka)
dermali [LD50 >2.000 mg/kg (Trusim)
CAS: 2634-33-5 1,2-benzizotiazol-3(2H)-ons
orali LD50 >490 mg/kg (Zurka)
dermali |LD50 >2.000 mg/kg (Zurka)

CAS: 55965-84-9 5-Hlor-2-metilizotiazol-3(2H)-ona un 2-metilizotiazol-3(2H)-ona maisijums ar
maghnija hloridu un magnija nitratu

orali LD50 457 mg/kg (Zurka)

dermali |LD50 660 mg/kg (Trusim)

inhalativi |LC50/4 h | 2,36 mg/l (Zurka)

Adas korozija/ adas kairinajums [kodigs adai/ kairinoss adai]

Pamatojoties uz pieejamajiem datiem, neatbilst klasificeSanas kritérijiem.

Nopietns acu bojajums/acu kairinajums

Pamatojoties uz pieejamajiem datiem, neatbilst klasificeéSanas kritérijiem.

Elpcelu vai adas sensibilizacija [sensibilizacija, ieelpojot vai nonakot saskaré ar adu]

May cause an allergic skin reaction to already sensitised individuals (supplemental labelling EUH208 in
Europe)

Mutagenitate diglSinam [cilmes SUnu mutagenitate]

Pamatojoties uz pieejamajiem datiem, neatbilst klasificeSanas kritérijiem.

Kancerogenitate Pamatojoties uz pieejamajiem datiem, neatbilst klasificéSanas kritérijiem.
Reproduktiva toksicitate [toksisks reproduktivai sistéma]

Pamatojoties uz pieejamajiem datiem, neatbilst klasificeSanas kritérijiem.

Toksiska ietekme uz TpaSu mérkorganu, vienreizéja ekspozicija [toksiska ietekme uz
meérkorganu, vienreizéja iedarbiba]

Pamatojoties uz pieejamajiem datiem, neatbilst klasificeSanas kritérijiem.

Toksiska ietekme uz ipaSu mérkorganu, atkartota ekspozicija [toksiska ietekme uz mérkorganu,
atkartota iedarbiba]

Pamatojoties uz pieejamajiem datiem, neatbilst klasificeSanas kritérijiem.

Aspirativa bistamiba [bistams ieelpojot]

Pamatojoties uz pieejamajiem datiem, neatbilst klasificeSanas kritérijiem.

11.2 Informacija par citiem apdraudéjumiem

Endokrini disruptivas Tpasibas
Nesatur nevienu no sastavdalam

12. IEDALA. Ekologiska informacija

12.1 Toksicitate
Udenu toksiskums: Nav klasificéts ka kaitigs tdens organismiem

Parbaudes veids Efektiva koncentracija Metode Novértéjums
CAS: 2634-33-5 1,2-benzizotiazol-3(2H)-ons

LC50/96h |2,2 mg/l (Zivs)

EC50/16h |0,4 mg/l (Pseudomonas putida)

EC50/48h |2,9 mg/l (aquatic invertebrates)

(Turpinajums 8.Ipp.)
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EC50/72h 0,11 mg/l (aquatic algae and cyanobacteria)
0,067 mg/l (Pseudomonas putida)
NOEC (72h)|0,0403 mg/l (aquatic algae and cyanobacteria)

CAS: 55965-84-9 5-Hlor-2-metilizotiazol-3(2H)-ona un 2-metilizotiazol-3(2H)-ona maisijums ar
magnija hloridu un magnija nitratu

LC50/48h 0,18 mg/l (Daphnia magna)

LC50/96h |0,282 mg/l (Daphnia magna)

0,19-0,3 mg/l (Zivs)

EC50/24h {0,109 mg/l (Daphnia magna)

0,0107 mg/l (aquatic algae and cyanobacteria)
EC50/48h |0,16 mg/l (Daphnia magna)

0,0181-0,0371 mg/l (aquatic algae and cyanobacteria)
EC50/96h |0,0357 mg/l (aquatic algae and cyanobacteria)
EC50/72h |0,0063-0,0273 mg/l (aquatic algae and cyanobacteria)
NOEC (14d) | 0,035 mg/l (Daphnia magna)

NOEC (21d)|0,011-1,05 mg/l (Daphnia magna)

NOEC (28d) 0,098 mg/l (Zivs)

12.2 Noturiba un noardamiba Nav pieejama cita batiska informacija.
Citi dati: Produkts ir biologiski grati noardams.

12.3 Bioakumulacijas potencials

CAS: 2634-33-5 1,2-benzizotiazol-3(2H)-ons

EBAB | 0,7 log Pow

CAS: 55965-84-9 5-Hlor-2-metilizotiazol-3(2H)-ona un 2-metilizotiazol-3(2H)-ona maisijums ar
maghnija hloridu un magnija nitratu

EBAB | 0,75 log Pow

12.4 Mobilitate augsné Nav pieejama cita batiska informacija.

12.5 PBT un vPvB ekspertizes rezultati

PBT: Nav pielietojams.

vPVvB: Nav pielietojams.

12.6 Endokrini disruptivas ipasibas

Produkts nesatur vielas, kam piemit endokrinas sistémas darbibai kaitéjoSas Tpasibas.
12.7 Citas nelabvéligas ietekmes

Piezime: Produkts satur vielas, kuras izraisa stipru tdens sadulkoSanos.

IzturéSanas attiriSanas iekartas:

Parbaudes veids Efektiva koncentracija Metode Novértéjums
CAS: 2634-33-5 1,2-benzizotiazol-3(2H)-ons

EC 50 (3h)[10,3 mg/l (microorganisms)

CAS: 55965-84-9 5-Hlor-2-metilizotiazol-3(2H)-ona un 2-metilizotiazol-3(2H)-ona maisijums ar
maghnija hloridu un magnija nitratu

EC 50 (3h) [4,5 mg/l (microorganisms)
Cita ekologijas informacija:

Visparéjie noradijumi: Nepielaut nokltGSanu gruntsidenos, tdenos vai kanalizacija.

Lv—
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13. IEDALA. ApsaimniekoSanas apsvérumi

13.1 Atkritumu apstrades metodes

leteikums:

levérojot noteikumus par bistamiem atkritumiem, péc iepriek8€jas apstrades ir janogada uz bistamo
atkritumu savaktuvi, kas paredzéta Siem mérkiem.

Eiropas atkritumu katalogs

17 03 02| bitumena maisijumi, kas nav minéti 17 03 01. pozicija

Neattiritie iesainojumi:

leteikums:

Piesarnotie iepakojumi ir rapigi jaiztukSo, tos péc attiecigas tiriS8anas var nogadat otrreizéjai
izmantoSanai.

leteicamais tirisanas lidzeklis: Udens, ja nepiecie$ams, kopa ar tiri$anas lidzekliem.

14. IEDALA. Informacija par transportéSanu

14.1 ANO numurs vai ID numurs

ADR, ADN, IMDG, IATA iztrakst
14.2 ANO oficialais kravas nosaukums
ADR, ADN, IMDG, IATA iztrakst

14.3 TransportéSanas bistamibas klase(-es)
ADR, ADN, IMDG, IATA

klase iztrakst

14.4 lepakojuma grupa

ADR, IMDG, IATA iztrokst

14.5 Vides apdraudéjumi: Nav pielietojams.

14.6 Ipasi piesardzibas pasakumi lietotaqjiem  Nav pielietojams.

14.7 Beztaras kravu jiuras parvadajumi saskana

ar SJO instrumentiem Nav pielietojams.

Transports/ cita informacija: Saskana ar iepriek§ minétiem noteikumiem prece
nav bistama.

UN "Model Regulation™: iztrokst

15. IEDALA. Informacija par reguléjumu

15.1 Drosibas, veselibas un vides jomas noteikumi/normativie akti, kas 1pasi attiecas uz vielu un
maisijumu

Regulation (EC) No 1907/2006 (REACH) (Candidate List, Annexes XIV and XVII)

Regulation (EC) No 1272/2008 (CLP)

Regulation (EU) 2020/878 (amending REACH Annex Il on the compilation of safety data sheets)

MarkéSana saskana ar Regulu (EK) Nr. 1272/2008 cf. section 2
(Turpinajums 10.lpp.)
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Direktiva 2012/18/ES
Konkrétas bistamas vielas - | PIELIKUMS Nesatur nevienu no sastavdalam

Direktiva 2011/65/ES par dazu bistamu vielu izmantoSanas ierobezoSanu elektriskas un
elektroniskas iekartas - Il Pielikums

Nesatur nevienu no sastavdalam
REGULA (ES) 2019/1148

| Pielikums - IEROBEZOTI SPRAGTSVIELU PREKURSORI (Augséja robezveértiba licencésanas
noliikos saskana ar 5. panta 3. punktu)

Nesatur nevienu no sastavdalam

Il Pielikums - ZINOJAMI SPRAGSTVIELU PREKURSORI
Nesatur nevienu no sastavdalam

Regula (EK) Nr. 273/2004 par narkotisko vielu prekursoriem
Nesatur nevienu no sastavdalam

Regula (EK) Nr. 111/2005 ar ko paredz noteikumus par uzraudzibu attieciba uz narkotisko vielu
prekursoru tirdzniecibu starp Kopienu un treSam valstim

Nesatur nevienu no sastavdalam
15.2 Kimiskas drosibas novértéjums: Kimiskas drosSibas novértéjums nav veikts.

16. IEDALA. Cita informacija

Dati balstiti uz masu Sibriza atzinam, tacu tie negaranté produkta TpaSibas un nevar bat par pamatu
likumiskam ligumattiecibam.

ST droSibas datu lapa atbilst Regulas (EK) Nr. 1907/2006, 31. pants , kura grozijumi izdariti ar Regulu
(ES) 2020/878 prasibam.

Nozimigakas frazes

The following list of relevant hazard statements is the full text of hazard statements mentioned
elsewhere in this safety data sheet (in particular in the section 3) and is reported as required by the
Regulation (EC) No 1907/2006 (REACH), Annex Il, and the following amendments (Regulation (EU)
2020/878). The statements mentioned here do not refer to the product itself, but refer to the individual
ingredients in the products, and are provided for information.

Drosibas instrukcijas izstradatajs: Marketings
Kontaktpersona:
info.lv@saint-gobain.com
+371 67323803
info.lv@saint-gobain.com
Saisinajumi un akronimi:
RID: Réglement international concernant le transport des marchandises dangereuses par chemin de fer (Regulations
Concerning the International Transport of Dangerous Goods by Rail)
ADR: Accord relatif au transport international des marchandises dangereuses par route (European Agreement Concerning the
International Carriage of Dangerous Goods by Road)
IMDG: International Maritime Code for Dangerous Goods
IATA: International Air Transport Association
IATA-DGR: Dangerous Goods Regulations by the "International Air Transport Association" (IATA)
ICAQ: International Civil Aviation Organisation
GHS: Globally Harmonised System of Classification and Labelling of Chemicals
EINECS: European Inventory of Existing Commercial Chemical Substances
ELINCS: European List of Notified Chemical Substances
CAS: Chemical Abstracts Service (division of the American Chemical Society)
DNEL: Derived No-Effect Level (REACH)
PNEC: Predicted No-Effect Concentration (REACH)
(Turpinajums 11.lpp.)
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LC50: Lethal concentration, 50 percent
LD50: Lethal dose, 50 percent
PBT: Persistent, Bioaccumulative and Toxic
SVHC: Substances of Very High Concern (REACH regulation)
vPVB: very Persistent and very Bioaccumulative
Acute Tox. 3: Akata toksicitate — 3. kategorija
Acute Tox. 4: Akuta toksicitate — 4. kategorija
Acute Tox. 2: Akita toksicitate — 2. kategorija
Skin Corr. 1C: Kodigums/kairindjums adai — 1.C kategorija
Skin Irrit. 2: Kodigums/kairindjums adai — 2. kategorija
Eye Dam. 1: Nopietni acu bojajumi/acu kairindjums — 1. Kategorija
Eye Irrit. 2: Nopietni acu bojajumi/acu kairingjums — 2. Kategorija
Skin Sens. 1: Adas sensibilizacija — 1. kategorija
Skin Sens. 1A: Adas sensibilizacija — 1.A kategorija
Aquatic Acute 1: Viela bistama tdens videi - akita bistamiba Gdenim — 1. kategorija
Aquatic Chronic 1: Viela bistama Gdens videi - ilgtermina bistamiba Gdenim — 1. kategorija

* Dati, attieciba pret sakuma versiju, ir mainiti
According to Annex Il of the REACH regulation, the modified sections in this version of the Safety Data
Sheet in comparison with the previous one are marked with asterisks.
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